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KEYSTONE

XFiT

KT-CBLED30-24A-8XX-VDIM-P

CENTER BASKET FIXTURE

DESCRIPTION
2' x 4' 30W LED Center Basket Fixture | 120-277V Input | 0—10V Dimming | Premium Series

APPLICATION

Used for commercial recessed ceiling applications

C Us SXAERQVB

LISTED

PRODUCT FEATURES

e Architectural grade center basket volumetric design e Ambient operating temperature: —20°C/-4°F to 50°C/122°F

e Powered by Keystone 0-10V dimming LED drivers e UL Listed 1598: Suitable for dry and damp locations

e Smooth diffused lens for even appearance e THD: <20%

e 0 -10V dimming, 10% minimum e PF: >0.95

e Compatible with Keystone SmartSafe emergency backups e LED chip lifetime: L70 >100,000 hrs @ 25C°%77F° ambient fixture temp.
e Compatible with Keystone occupancy sensors e | ow optical flicker

PRODUCT SPECIFICATIONS

Catalog Number Color Temperature Nominal Length Input Voltage Wattage CRI Lumen Output Efficacy
KT-CBLED30-24A-835-VDIM-P 3500K 2 ft. x 4ft. 120-277V 30W >82.0 3,720 Im 124 Im/W
KT-CBLED30-24A-840-VDIM-P 4000K 2 ft. x 4 ft. 120-277V 30W >82.0 3,810 Im 126 Im/W
KT-CBLED30-24A-850-VDIM-P 5000K 2 ft. x 4 ft. 120-277V 30w >82.0 3,870 Im 128 Im/W
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ISOCANDELA PLOT POLAR CANDELA DISTRIBUTION ZONAL LUMEN SUMMARY

180° 170° 160° 150° 140° —
80° e ~; 1,300 Zone Lumens % Luminaire
0 s == N\ 1,083 1307 0-30 9622 25.6%
40° e —+ ~ 867 Lo0° 0-40 15743  419%
7 N o
/ / / + \ \ 650 0-60 28075  747%
20° .
[ | ( : [/ ,,\\ \ l 433 Ho 60-90 9444  251%
0° '1\ \11 wof e '1"'1/' ’f 179 217 4 100° e -
-20° \\\ 7/ / CD:0 > %0° 90-120 36 0.1%
_age ™ 1 s 217 1800 ~ .
40 N S / _‘( 0-90  3,751.9 99.8%
o0 A ) 433 [ {70° 90-180 7.8 0.2%
650
_8o° e y, “ - 60p 0-180  3,759.7 100%
867 \ _
—80° —60° —40° —20° 0° 20° 40° 60° 80° 1,083 1 "l 0
1,300 :
MW Cd: 1,122, 90% I Cd: 499, 40% k o 100 o e .
Cd: 935, 75% M Cd: 374, 30% B -0°H VAs 07107 207 30740
M Cd: 748, 60% M Cd: 249, 20% B -90°H
B Cd: 623, 50% B Cd: 125, 10% B -225°H
______ : , —45°H
Point of Max Cd: 1,249.2 B _6/5H

Keystone Technologies ¢ Philadelphia, PA ¢ Phone (800) 464-2680  www.keystonetech.com
Specifications subject to change. Last revised on 02.16.21



KEYSTONE

XFiT

KT-CBLED30-24A-8XX-VDIM-P

CENTER BASKET FIXTURE

PHYSICAL SPECIFICATIONS
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ORDERING INFORMATION

ORDER CODE PACK QUANTITY EASY CODE UPC
KT-CBLED30-24A-835-VDIM-P-CP 1 UKZ-51 843654121994
KT-CBLED30-24A-840-VDIM-P-CP 1 PIU-20 843654122007
KT-CBLED30-24A-850-VDIM-P-CP 1 LGW-50 843654122014

KT-CBLED30-24A-8XX-VDIM-P

Keystone Technologies 10 Sensor Options
Center Basket LED Fixture No option
Wattage

2' x 4' Nominal Size FCLPIR e e
Lamp Type

800 Series

Color Temperature

0-10V Dimming

Premium Series

Sensor Options
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