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LED READY T8 STRIP FIXTURE

PID: SL913TK

SPECIFICATIONS:

CONSTRUCTION

Cold rolled steel material
Lighting grade enamel

2' model uses (2x) 2' X-series
LED Tubes (sold separately)

4" model uses (2x) 4’ X-series
LED Tubes (sold separately)

8’ model uses (4x) 4’ X-series
LED Tubes (sold separately)

The 8 model is a kit with (2x) 4’ fixtures
and a link kit for joining.

PRODUCT DIMENSIONS

-

APPLICATIONS:

LISTED e TASK LIGHTING
e RETAIL
i e WORKSHOPS
* STORAGE AREAS

DISPLAY CABINETS

FEATURES CERTIFICATIONS

Mounting hardware included UL certified

Compatible with single-ended Listed for IFAR Standard
connection LED lamps

MOUNTING
WARRANTY

Surface mounting 5-year warranty

G13 tombstones for Straits
Lighting LED T8 Tubes

Single-ended

Height

(Inches)

The Straits Lighting Company is constantly developing and improving its products. For this reason, all product
descriptions in this brochure are intended as a general guide, and we may change specifications from time to
1.37" time in the interest of product development, without prior notification or public announcement. All descriptions
' in this publication present only general particulars of the goods to which they refer and shall not form part of
any contract. Data in this guide has been obtained in controlled experimental conditions. However, The Straits

Lighting Company cannot accept any liability arising from the reliance on such data to the extent permitted.

Product Length Width
(Inches) (Inches)
SL913TK-1X2 24.37"
SL913TK-1X4 48.37" 8.9
SL913TK-1X8 96.87"
ORDERING GUIDE
ORDER CODE LENGTH BASE MOUNT
SL913TK 1x2 = 1'x2’ G13
1x4 = 1'x4'
1x8 = 1'x8’

Phone: (313) 528-7900
Email: info@commercialledlights.com
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ORDER EXAMPLE: SL?913TK - 1x2 - G13
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